160° Anahtarli Pir Sensér
160° Keyed Pir Sensor

Bu Armatir G.E.S - yenilenebilir elektrik enerjisi kullanilarak tretilmistir.

ANAHTARLI

Pir Sensor

Kullanim Alanlar / Areas Of Usage
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50.000 Hrs.

Uriin Kodu / Product Code

Garajlar
Garages

53.AKSS 5016

URUN BILGILERI / PRODUCT INFORMATION

ALKAN

AYDINLATMA

)

Gévde Rengi/ Body Color
Sure / Duration Time

Algilama Hareket Hizi / Detection Motion Speed
Algilama Agisi / Detection Angle
Algilama Mesafesi / Detection Distance

Nominal Ytk / Rated Load
Ortam Isigi / Ambient Light

Kurulum YUksekligi / Installation Height

Genisglik (W) / Width (W)

Uzunluk (L) / Length (L)

Yukseklik (H) / Height (H)

Agirhik / Weight

Calisma Gerilimi, Frekansi / Operating Voltage, Frequency
Maksimum Calisma Sicakhgi / Maximum Operating Temperature

Minimum Caligma Sicakhgr / Minimum Operating Temperature

URETICi FIRMA / MANUFACTURER

RAL 9016

Min. 10sn = 3sn - Max. 7dk = 2dk (Ayarlanabilir)
Min. 10sec = 3sec - Max. 7min = 2min (Adjustable)

0,6-1,5m/s

160°

9m (Max. <24°C)
200W (220V/AC)

<10-2000Lux Gin Isigi (Ayarlanabilir)
<10-2000Lux Daylight (Adjustable)

1-1,8 m

80 mm

80 mm

35,5 mm

0,20 Kg

220-240 Vac 50/60 Hz
+45°C

-20°C

TEKNIK SERVIS / TECHNICAL SERVICE

FABRIKA /FACTORY

ALKAN Asya Afrika Uretim ve Elektrik Malzemeleri San. Tic. A.S.

Avcikoru Mo.h. Alkan Sok. .[\1:4.3/3 Tel: +90216 735 25 40/41/42
34983 Sile, ISTANBUL - TURKIYE  Fax: +90 216 735 25 43

Email: info@alkanaydinlatma.com / export@alkanlighting.com

www.alkanaydinlatma.com
www.alkanlighting.com
kalite@alkanaydinlatma.com
quality@alkanaydinlatma.com



